
NOMINAL VOLTAGE
TOLERANCES:

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

COIL LBA Molding material: PA  - Black polyamide - class F (155°C)

LBF Molding material: PPS - Black poliphenylensulphide - class H (180°C) 

Winding:                    In class H
Electrical connections: With connector  EN 175301-803 paragraph 5.3.3 

Protection degree DIN 40050 = IP65

LBA2X024AS 
÷ 

LBF05220BU

DC + 10% -5%
AC + 10% -15%

07-11-2007 ODE LBA2X024AS ÷ LBF05220BU

DC + 10% -5%
AC + 10% -15%
DC + 10% -5%
AC + 10% -15%

COILS 22 mm x Ø 10 mm 

Other voltages and power absorptions available on demand and for quantities.

MATERIAL ON STOCK:MATERIAL ON STOCK:

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

Code Power Voltages ED Approval
LBA2X024AS 2,5 W V 24/50Hz 100% CE
LBA05024AS 5 W V 24/50Hz 100% CE
LBA05024CS 5 W V 24 DC 100% CE
LBA05230AS 5 W V 230/50Hz 100% CE
LBF05024BU 5 W V 24/60Hz 100% CE - UL
LBF05110BU 5 W V 110/60Hz 100% CE   - UL
LBF05220BU 5 W V 220/60Hz 100% CE - UL

5 watt coils 22 mm x Ø 10 mm

NOMINAL VOLTAGE
TOLERANCES:

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

COIL LBA Molding material: PA  - Black polyamide - class F (155°C)

LBF Molding material: PPS - Black poliphenylensulphide - class H (180°C) 

Winding:                    In class H
Electrical connections: With connector  EN 175301-803 paragraph 5.3.3 

Protection degree DIN 40050 = IP65

LBA2X024AS 
÷ 

LBF05220BU

DC + 10% -5%
AC + 10% -15%

07-11-2007 ODE LBA2X024AS ÷ LBF05220BU

DC + 10% -5%
AC + 10% -15%
DC + 10% -5%
AC + 10% -15%

COILS 22 mm x Ø 10 mm 

Other voltages and power absorptions available on demand and for quantities.

MATERIAL ON STOCK:MATERIAL ON STOCK:

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

Code Power Voltages ED Approval
LBA2X024AS 2,5 W V 24/50Hz 100% CE
LBA05024AS 5 W V 24/50Hz 100% CE
LBA05024CS 5 W V 24 DC 100% CE
LBA05230AS 5 W V 230/50Hz 100% CE
LBF05024BU 5 W V 24/60Hz 100% CE - UL
LBF05110BU 5 W V 110/60Hz 100% CE   - UL
LBF05220BU 5 W V 220/60Hz 100% CE - UL

COILS 30 mm x Ø 13 mm  
BDA08024AS

÷
BDU08024AW

17-11-2005 ODE BDA08024AS ÷ BDU08230AW

MAMATERIALTERIAL ON STON STOCK:OCK:

COIL

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

BDA Molding material: PA - Black polyamide - class F (155°C)
BDF  Molding material: PPS - Black polyphenylensulphide - class H (180°C)
BDP Molding material: PA - Black polyarylamide - high temperature (160°C)
BDS Molding material: PA - Black polyamide with anti-humidity impregnation class F (155°C)
BDU Molding material: PET - Black Polyester - classe F (155°C)

Winding: In class H 
Electrical connections:  With connector EN 175301-803 paragraph 5.3.1 

Protection degree DIN 40050 = IP65

Code Power Voltages ED Approvals
BDA08024AS 8 W V 24/50Hz 100% CE - (1)          

BDA08024CS 8 W V 24 D.C. 100% CE - (1)          

BDA08110AS 8 W V 110/50Hz 100% CE - (1)          

BDA08223DS 8 W V 220-230/50-60Hz 100% CE - (1)          

BDA16024ES 16 W V 24/50Hz 50%(2) CE
BDF08012CU 11 W V 12 D.C. 100% CE - UL - CSA
BDF08024BU 8 W V 24/60Hz 100% CE - UL
BDF08024CU 11 W V 24 D.C. 100% CE - UL - CSA
BDF08110BU 8 W V 110/60Hz 100% CE - UL
BDF08220BU 8 W V 220/60Hz 100% CE - UL

8 watt coils 30 mm x Ø 13 mm

COILS 30 mm x Ø 13 mm  
BDA08024AS

÷
BDU08024AW

17-11-2005 ODE BDA08024AS ÷ BDU08230AW

MAMATERIALTERIAL ON STON STOCK:OCK:

COIL

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

BDA Molding material: PA - Black polyamide - class F (155°C)
BDF  Molding material: PPS - Black polyphenylensulphide - class H (180°C)
BDP Molding material: PA - Black polyarylamide - high temperature (160°C)
BDS Molding material: PA - Black polyamide with anti-humidity impregnation class F (155°C)
BDU Molding material: PET - Black Polyester - classe F (155°C)

Winding: In class H 
Electrical connections:  With connector EN 175301-803 paragraph 5.3.1 

Protection degree DIN 40050 = IP65

Code Power Voltages ED Approvals
BDA08024AS 8 W V 24/50Hz 100% CE - (1)          

BDA08024CS 8 W V 24 D.C. 100% CE - (1)          

BDA08110AS 8 W V 110/50Hz 100% CE - (1)          

BDA08223DS 8 W V 220-230/50-60Hz 100% CE - (1)          

BDA16024ES 16 W V 24/50Hz 50%(2) CE
BDF08012CU 11 W V 12 D.C. 100% CE - UL - CSA
BDF08024BU 8 W V 24/60Hz 100% CE - UL
BDF08024CU 11 W V 24 D.C. 100% CE - UL - CSA
BDF08110BU 8 W V 110/60Hz 100% CE - UL
BDF08220BU 8 W V 220/60Hz 100% CE - UL

NOMINAL VOLTAGE
TOLERANCES:

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

COIL LBA Molding material: PA  - Black polyamide - class F (155°C)

LBF Molding material: PPS - Black poliphenylensulphide - class H (180°C) 

Winding:                    In class H
Electrical connections: With connector  EN 175301-803 paragraph 5.3.3 

Protection degree DIN 40050 = IP65

LBA2X024AS 
÷ 

LBF05220BU

DC + 10% -5%
AC + 10% -15%

07-11-2007 ODE LBA2X024AS ÷ LBF05220BU

DC + 10% -5%
AC + 10% -15%
DC + 10% -5%
AC + 10% -15%

COILS 22 mm x Ø 10 mm 

Other voltages and power absorptions available on demand and for quantities.

MATERIAL ON STOCK:MATERIAL ON STOCK:

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

Code Power Voltages ED Approval
LBA2X024AS 2,5 W V 24/50Hz 100% CE
LBA05024AS 5 W V 24/50Hz 100% CE
LBA05024CS 5 W V 24 DC 100% CE
LBA05230AS 5 W V 230/50Hz 100% CE
LBF05024BU 5 W V 24/60Hz 100% CE - UL
LBF05110BU 5 W V 110/60Hz 100% CE   - UL
LBF05220BU 5 W V 220/60Hz 100% CE - UL

COILS 30 mm x Ø 13 mm  
BDA08024AS

÷
BDU08024AW

17-11-2005 ODE BDA08024AS ÷ BDU08230AW

MAMATERIALTERIAL ON STON STOCK:OCK:

COIL

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

BDA Molding material: PA - Black polyamide - class F (155°C)
BDF  Molding material: PPS - Black polyphenylensulphide - class H (180°C)
BDP Molding material: PA - Black polyarylamide - high temperature (160°C)
BDS Molding material: PA - Black polyamide with anti-humidity impregnation class F (155°C)
BDU Molding material: PET - Black Polyester - classe F (155°C)

Winding: In class H 
Electrical connections:  With connector EN 175301-803 paragraph 5.3.1 

Protection degree DIN 40050 = IP65

Code Power Voltages ED Approvals
BDA08024AS 8 W V 24/50Hz 100% CE - (1)          

BDA08024CS 8 W V 24 D.C. 100% CE - (1)          

BDA08110AS 8 W V 110/50Hz 100% CE - (1)          

BDA08223DS 8 W V 220-230/50-60Hz 100% CE - (1)          

BDA16024ES 16 W V 24/50Hz 50%(2) CE
BDF08012CU 11 W V 12 D.C. 100% CE - UL - CSA
BDF08024BU 8 W V 24/60Hz 100% CE - UL
BDF08024CU 11 W V 24 D.C. 100% CE - UL - CSA
BDF08110BU 8 W V 110/60Hz 100% CE - UL
BDF08220BU 8 W V 220/60Hz 100% CE - UL

coil
bda   molding material:  pa - black polyamide - class f (155ºc)



GDH14024CS
÷

GDH14223DS

NOMINAL VOLTAGE
TOLERANCES:

DC + 10% -5%
AC + 10% -15%

17-11-2005 ODE GDH14024CS ÷ GDH14223DS

COILS 52 mm x Ø 13 mm 

(1) Available also with VDE approval (I.e. code: GDH14024CV).
Other voltages and power absorptions available on demand and for quantities.

MAMATERIALTERIAL ON STON STOCK:OCK:

COIL GDH  Molding material: EP - Black epoxy resin - class H (180°C)

Winding: In class H
Electrical connections: With connector EN 175301-803 paragraph 5.3.1

Protection degree DIN 40050 = IP 65

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

Code Power Voltages ED Approval
GDH14024CS 14 W V 24 D.C. 100% CE - (1)

GDH14024DS 14 W V 24/50-60HZ 100% CE - (1)

GDH14110DS 14 W V 110/50-60Hz 100% CE - (1)

GDH14223DS 14 W V 220-230/50-60Hz 100% CE    - (1)

14 watt coils 52 mm x Ø 13 mm

GDH14024CS
÷

GDH14223DS

NOMINAL VOLTAGE
TOLERANCES:

DC + 10% -5%
AC + 10% -15%

17-11-2005 ODE GDH14024CS ÷ GDH14223DS

COILS 52 mm x Ø 13 mm 

(1) Available also with VDE approval (I.e. code: GDH14024CV).
Other voltages and power absorptions available on demand and for quantities.

MAMATERIALTERIAL ON STON STOCK:OCK:

COIL GDH  Molding material: EP - Black epoxy resin - class H (180°C)

Winding: In class H
Electrical connections: With connector EN 175301-803 paragraph 5.3.1

Protection degree DIN 40050 = IP 65

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

Code Power Voltages ED Approval
GDH14024CS 14 W V 24 D.C. 100% CE - (1)

GDH14024DS 14 W V 24/50-60HZ 100% CE - (1)

GDH14110DS 14 W V 110/50-60Hz 100% CE - (1)

GDH14223DS 14 W V 220-230/50-60Hz 100% CE    - (1)

GDH14024CS
÷

GDH14223DS

NOMINAL VOLTAGE
TOLERANCES:

DC + 10% -5%
AC + 10% -15%

17-11-2005 ODE GDH14024CS ÷ GDH14223DS

COILS 52 mm x Ø 13 mm 

(1) Available also with VDE approval (I.e. code: GDH14024CV).
Other voltages and power absorptions available on demand and for quantities.

MAMATERIALTERIAL ON STON STOCK:OCK:

COIL GDH  Molding material: EP - Black epoxy resin - class H (180°C)

Winding: In class H
Electrical connections: With connector EN 175301-803 paragraph 5.3.1

Protection degree DIN 40050 = IP 65

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

Code Power Voltages ED Approval
GDH14024CS 14 W V 24 D.C. 100% CE - (1)

GDH14024DS 14 W V 24/50-60HZ 100% CE - (1)

GDH14110DS 14 W V 110/50-60Hz 100% CE - (1)

GDH14223DS 14 W V 220-230/50-60Hz 100% CE    - (1)

coil GdH   molding material:  Ep - black epoxy resin - class H (180ºc)

GDH14024CS
÷

GDH14223DS

NOMINAL VOLTAGE
TOLERANCES:

DC + 10% -5%
AC + 10% -15%

17-11-2005 ODE GDH14024CS ÷ GDH14223DS

COILS 52 mm x Ø 13 mm 

(1) Available also with VDE approval (I.e. code: GDH14024CV).
Other voltages and power absorptions available on demand and for quantities.

MAMATERIALTERIAL ON STON STOCK:OCK:

COIL GDH  Molding material: EP - Black epoxy resin - class H (180°C)

Winding: In class H
Electrical connections: With connector EN 175301-803 paragraph 5.3.1

Protection degree DIN 40050 = IP 65

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL.

Code Power Voltages ED Approval
GDH14024CS 14 W V 24 D.C. 100% CE - (1)

GDH14024DS 14 W V 24/50-60HZ 100% CE - (1)

GDH14110DS 14 W V 110/50-60Hz 100% CE - (1)

GDH14223DS 14 W V 220-230/50-60Hz 100% CE    - (1)

12 watt coils 36 mm x Ø 13 mm

coil Uda   molding material:  Ep - black epoxy resin - class f (155ºc)

UDA12024AS 23 VA 24 ~ 50 100% CE
UDA12024CS 12 W 24 100% CE
UDA12110DS 23 VA 110 ~ 50/60 100% CE
UDA12230AS 23 VA 230 ~ 50 100% CE
UDV12112DW 23 VA 110/120 ~ 50/60 100% CE - UL - CSA
UDV12230DW 25 VA 230 ~ 50/60 100% CE - UL - CSA

DC + 10% - 5%
AC +10% - 15%

COILS 36 mm x Ø 13 mm
UDA12024AS

÷
UDV12230DW

NOMINAL VOLTAGES
TOLERANCES:

UDA Molding material: PA - Black polyamide - class F (155°C)
UDV Molding material: PET - Black Polyethylene - class H (180°C)

Winding: In class H
Electrical connections:With connector EN 175301-803 paragraph 5.3.1

Protection degree IP 65 EN 60529 (DIN 40050)
MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL

COIL

09-09-2010 ODE UDA12024AS ÷ UDV12230DW

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

MATERIAL ON STOCK:MATERIAL ON STOCK:

Code Power Voltages/Frequency ED Approvals

Other voltages and power absorptions available on demand and for quantities.

UDA12024AS 23 VA 24 ~ 50 100% CE
UDA12024CS 12 W 24 100% CE
UDA12110DS 23 VA 110 ~ 50/60 100% CE
UDA12230AS 23 VA 230 ~ 50 100% CE
UDV12112DW 23 VA 110/120 ~ 50/60 100% CE - UL - CSA
UDV12230DW 25 VA 230 ~ 50/60 100% CE - UL - CSA

DC + 10% - 5%
AC +10% - 15%

COILS 36 mm x Ø 13 mm
UDA12024AS

÷
UDV12230DW

NOMINAL VOLTAGES
TOLERANCES:

UDA Molding material: PA - Black polyamide - class F (155°C)
UDV Molding material: PET - Black Polyethylene - class H (180°C)

Winding: In class H
Electrical connections:With connector EN 175301-803 paragraph 5.3.1

Protection degree IP 65 EN 60529 (DIN 40050)
MOULDING AND BOBBIN ARE MADE BY 100% VIRGIN MATERIAL

COIL

09-09-2010 ODE UDA12024AS ÷ UDV12230DW

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.

MATERIAL ON STOCK:MATERIAL ON STOCK:

Code Power Voltages/Frequency ED Approvals

Other voltages and power absorptions available on demand and for quantities.



CODE POWER VOLTAGE DESCRIPTION APPROVALS

5W12DC 5 Watt 12 VDC COMPACT CE

5W24DC 5 Watt 24 VDC COMPACT CE

5W24AC 5 Watt/10VA 24 V 50Hz COMPACT CE

5W110AC 5 Watt/10VA 110 V 50Hz COMPACT CE UL

5W230AC 5 Watt/10VA 230 V 50Hz COMPACT CE

12AC 8 Watt/14.5VA 12 V 50Hz STANDARD CE

12DC 8 Watt 12 VDC STANDARD

24AC 8 Watt/14.5VA 24 V 50Hz STANDARD CE

24DC 8 Watt 24 VDC STANDARD CE

24DC Hi Temp 11 Watt 24 VDC  Hi Temp CE VDL CSA VDE

110AC 8 Watt/14.5VA 110 V 50Hz STANDARD CE

230AC Hi Temp 16VA 230 V 50Hz  Hi Temp CE VDL CSA VDE

230AC Flying Lead 8 Watt/14.5VA 230 V 50Hz 1.0m Leads CE

230AC ADA 8 Watt/14.5VA 230 V 50Hz Earth Tab Above CE VDE

230DC 8 Watt 230 VDC STANDARD CE

240AC 8 Watt/14.5VA 240 V 50Hz STANDARD CE

400AC 8 Watt/14.5VA 400 V 50Hz STANDARD

12W12DC 12 Watt 12 VDC HIGH PRESSURE

12W24DC 12 Watt 24 VDC HIGH PRESSURE CE

12W24AC 12 Watt/23VA 24 V 50Hz HIGH PRESSURE CE

12W110AC 12 Watt/23VA 110 V 50Hz HIGH PRESSURE CE

12W230AC 12 Watt/23VA 230 V 50Hz HIGH PRESSURE CE

14W12DC 14 Watt 12 VDC HI PERFORMANCE

14W24DC 14 Watt 24 VDC HI PERFORMANCE CE

14W24AC 14 Watt/27VA 24 V 50Hz HI PERFORMANCE CE

14W110AC 14 Watt/27VA 110 V 50Hz HI PERFORMANCE CE

14W230AC 14 Watt/31VA 230 V 50Hz HI PERFORMANCE CE

P990305

P990307

NOMINAL VOLTAGE DC   + 10% -5%

TOLERANCES: AC    + 10%  -15%

Other voltages and power absorptions available on demand and for quantities.

SQUARE DIN PLUG FOR 8, 12 AND 14 Watt COILS                               

RECTANGULAR PLUG FOR 5 Watt COILS                 




